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Drill. Fasten. Finish!
Save up to 60% of your working time.

The principle :

The hasic principle of Schnabl fastening technology is that the fastening elements can
be inserted without a tool and with very little effort into a 6 mm drill hole. Utilising the
special- eccentric — design of the expansion element when under tension, the
fastening elements are securely retained in place and will thus
withstands any working load seen in normal conditions. Schnabl
products can withstand torque forces up to 40 kg. The
expansion elements create a friction connection with the
borehale wall thereby enhancing the retention force with an
increase inthe load.

Everything goes quickly
with Schnabl clips!

With Schnabl clips you can achieve an a much greater increase in installation capacity _
compared to conventional installation techniques with the minimum of effort. Schnabl \ Drill.
Stecktechnik GmbH is a market leader in the field of mounting technology for electric
installations. Schnabl has an optimal solution for every type of installation, buried or
unburied mounting or fitting to light materials such as plasterboard, insulated flooring,
etc. High torque values (up to 350 N per mounting point) ensures safe work. All
Schnabl products are produced from high-quality, recyclable plastic. The 1S0 9001
certification was first presented in 1997 and has remained a solid part of Schnabl
Stecktechnik GmbH's quality assurance ever since. Using Schnabl products leads to
a considerable reduction in electro installation costs thanks to a threefold increase in
installation capacity.

Fasten.

- Finish!

The benefits of Schnabl clips :
= Multiple installation capacity ; simply drill and fasten

= Only one drill diameter (@ 6 mm) for all Schnabl clips —

= Fastening elements for pipes and cables, buried and plasterboard TU V
® Fastening oninsulated ceilings and walls AUSTRIA

® Torqueforcesupto40kg

* Warranty-proof : norusting parts

® Suitable for fitting in winter up to-20°C

® UV-stabilised and halogen-free

® 960 °C filament also tested if desired

= Tested by the ‘Institut fiir Kunststofftechnik’

= KEMA tested
= TUVtested
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Pipe installations
Pipe clips and accessories

ESD Euro-fastening anchor
Material halogen-free ; PA 6, UV-stabilised, Temperature range: -20 to +85 °C

‘Length
mm
B
]
27 |
o
27
| 42 |
80 |
80

Type

ESD 11 halogen-free

ESD 11 halogen-free

ESD 30 halogen-free |
ESD 30 halogen-free |
| ESD 30 halogen-free |

ESD 45 halogen-free |

ESD 80 halogen-ree

ESD 80 halogen-free

Colour

light grey

_grey

light grey
grey

_black |

light grey

light grey
arey

Special colours available upon request

EC Euro-Clip
Material halogen-free : ABS, UV-stabilised, Temperature range: =20 to +85 °C

Insulated

' pipe 0
16 |
16
20
20
25
25
32
a2
40
40
50
50

Type

EC 16 halogen-free

| EC 16 halogen-free |
| EC 20 halogen-free |

EC 20 halogen-free

| EC 25 halogen-free
| EC 25 halogen-free

EC 32 halogen-free

| EC 32 halogen-free |
| EC 40 halogen-free |
| EC 40 halogen-free
| EC 50 halogen-freg
| EC 50 halogen-free |

Colour

: light grey/grey

black

light grey/grey |

black

| light grey/grey |

black

| light grey/grey |

black

light grey/agrey |

black

| light grey/grey | 50/700

black

UVB Universal clamping bracket
Material halogen-free:ABS, UV-stabilised, temperature range : =20 to +85 °C

Contents
Pack/carton
200/10.800
200/10.800

100/ 4.800
100/ 4.800
100/ 4.800
100/ 3.000
50/1.800
50/1.800

Contents
Pack/carton
100/ 3.200

100/3.200 |
100/ 2.400 |

100/ 2.400
100/ 2.000

100/2.000 | |
31160/31161

50/ 1.600

50/1.600 |
| 31200/31201 |

50/1.100
50/1.100

50/ 700

Item no.

31280
31281
31300
31301
31304
31320
31340
31341

Item no.

| 31020/31021 |

31024
31080/31081
31084

| 31120/31121 |

31124
3164

31204

| 3122031221 |

31224

The perfect combination; ESD Euro-fastening anchor
and EC Euro-clip for efficient pipe laying.

Thanks to the functional clip system, several EC Euro
clips can be clipped together in various sizes.

suitable Type Colour = Contents Item "4 ~
for EC _ Pack/carton no. v i
16 | UVB 16 halogen-free | light grey 100/ 7.200 34020
16 | UVB 16 halogen-free |  grey 100/7.200 | 34021
20 | UVB20halogen-free | lightgrey | 100/6.000 34080
20 | UVB 20 halogen-free | grey 100/6.000 34081
25 | UVB 25 halogen-free | light grey 1100/3.600 34120
25 | UVB25halogen-free | grey 100/3.600 34121
32 | UVB3Zhalogen-free | light grey 50/2100 34160
| 32 | UVB 32 halogen-free | grey 50/2.100 34161
40 | UVB 40 halogen-free |  light grey 50/ 1.500 34200 ’k -2
40 | UVB 40 halogen-free | grey 50/ 1.500 34201
50 | UVB 50 halogen-free | light grey 50/1.000 34220 With UVB, even pipes with heavy cable bundles can
50 | UVB 50 halogen-free | grey 50/1.000 34241 be held firmly in an EC Euro-Clip,
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Pipe installations .

: : : AMROCK
Pipe clips and accessories G Schnabl
EDV Euro-twist-on connection for fastening on cable trays
Material halogen-free : PA 6, UV-stabilised, temperature range : 20 to +85 °C
; Type " Colour  Contents Pack/carton | ltem no.
| EDV halogen-free | light grey | 200/ 3.000 . 31430 R -
Cable tie feedthrough up to max. 4.5 mm = ' |
Ideal for fixing i
pipes to all conventional
cable conduits
| with slotted holes.
M
ESV Euro connector lock to secure to cable conduits
Material halogen-free : PA 6, UV-stabilised, temperature range : —20 to +85 °C
. Te | Colowr  Contents Pack/carton | ltem no.
| EDV halogen-free | light grey | 200/ 3.000 | 34430
Cable tie feedthrough up to max. 4.5 mm l

|deal for fixing pipes o
all conventional cable
conduits with round

| slotted holes.

-.\..

.-—l—,"-”“ 'w

SGC Schnabl Thread Clip
Material halogen-free : PP UV-stabilised, temperature range : =10 bis +85 °C

Type @ of threaded rods Colour Contents Pack/carton Item no. """"“
SGC halogen-free Ma-M10 light grey 100/ 3.500 31460

Cable tie feedthrough up to max. 4.5 mm

s
The fastening of pipes on 5 -
to threaded rods is made i .6
fast and easy with the }

-

Schnabl 3G,

SDC Schnabl Distribution Box Clip to

secure conduit boxes

Material halogen-free ; POM, UV-stabilised, temperature range ; =20 to +100 °C
. Twe | Colour Contents Pack/carton | ltem no.
| SDC halogen-free | light grey | 200/ 3.000 | 31450

&DC offers a imesaving
and efort-saving
installation of conduit
boxes on cable routes.



Pipe installations
Pipe clips and accessories

ESP Euro shooting plate
Material halogen-free : PA 6, UV-stabilised, temperature range : =20 to +85 “C

. Tye  Colour  Contents Pack/carton  Htem no.
ESP halogen-free |  light grey | 100/ 2.000 | 31440

Cable tie feedthrough up to max. 4.5 mm

Both rings are suitable for shooting
plates from Hilti (GX 120-ME), Spit
(PULSA 700 E) and Wirth.The ESP
sticks to the mouth of the shooting
pistols from these manufacturers
leaving your hands free for mounting.

AKS distance gripper clamp

Material halogen-free : PA 6, UV-stabilised, temperature range : =20 to +85 “C
Insulated | Type . Colour  Contents  Item no.
| Pipe B | . Pack/carton |

16 | Aﬁ?!fhalqg&n-'f‘ree " light grey | 200/ 4.800 _ ﬂhﬂﬁ-_:

16 | AKS16halogen-free | grey | 200/4.800 | 30741 y
20 | AKS 20 halogen-free | lightgrey = 200/3.200 | 30800
20 | AKS 20 halogen-free | grey | 200/3.200 | 30801 /
25 | AKS 25 halogen-free | lightgrey | 100/2.200 | 30840 p
25 | AKS25halogenfree | grey | 100/2200 | 30841
32 | AKS5 32 halogen-free | lightgrey | 100/2.000 | 30880 /
32 | AKS32halogen-free | grey | 100/2.000 | 30881
40 | AKS 40 halogen-free | lightgrey | 50/1.400 | 30900
40 | AKS40halogenfree | grey | 50/1.400 | 30901 |
50 | AKS 50 halogen-free | lightgrey | 50/750 | 30820 | Ll
50 | AKSS50halogen-free | grey | 50/750 | 30921

- 4

Special colours available upon request

Should pipes have a set distance
to the wall, then the distance
aripper clamp is the way ahead!

6
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Pipe installations AM!Q‘!)CK

Single-and double clips G Schnabl’

ESS single fastening clamp

Material halogen-free : PP UV-stabilised, temperature range : -10to +85°C
i Clamping | Type Colour Contents  Item no. \
_range mm Pack/carton ‘

16-20 iESS1B—2L} halogen-free | light grey | 200/ 4.400 30120
20-25 | ESS 20-25 halogen-free | light grey | 200/3.200 | 30140

 25-32 | ESS 25-32 halogen-free | lightgrey | 100/2.400 | 30160

The product for quick installation of
pipes onto plaster the ESS single
fastening clamp from Schnabl,

TEE

-.\.

DSS Double fastening clamp

Material halogen-free: PP, UV-stabilised, temperature range: -10to +85°C _
i Clamping | Type Colour ‘ Contents  ltemno. / ; ;

_range mm Pack/carton
| 20-25 | DSS 20-25 halogen-free | light grey | 200/4.000 | 30240
25-32 | DSS 25-32 halogen-free | lightgrey | 100/2.400 | 30250

L
One borehole is also enough for ;
two pipes — with the double N
fastening clamp from -
Schnabl. N
| »
| without wall distance
: M -

DSA Double fastening clamp with pipe distance
Material halogen-free: PP UV-stabilised, temperature range: -10 to +85 °C

Clamping Type Colour Contents Item no.
rangemm Packjarton
20-25 | DSA 20-25 halogen-free | light grey l 100/ 2.400 ‘ 30260 &
25-32 | DSA 25-32 halngen-fme} light grey | 100/ 1.600 30270 "
! - ._‘\\ /

The practical double fastening
clamp is also available
with a fixed pipe distance.




Cable installations
Clips for sheathed cables

DKS Dowel clamp

Material halogen-free : PR UV-stabilised, temperature range : <10 to +-85°C

Clamping Type Colour Contents  Item no.
|[rangemm | 1  Pack/carton 5
313 DKS 3-13 halogen-free | lightgrey | 200/7.200 | 30020 | s

3-13 | DKS3-13 halogen-free | white | 200/7.200 | 30023
3-13 | DKS3-13 halogen-free |  black | 200/7.200 @ 30024 |
6-20 | DKS6-20 halogen-free | lightgrey | 200/4.800 = 30030 |
6-20 | DKS6-20 halogen-free | white | 200/4.800 | 30033 |
6-20 | DKS6-20 halogen-free | black | 200/4.800 | 30034 |
B-28 | DKS 8-28 halogen-free | lightgrey | 200/6.000 | 30040
8-28 OKS 8-28 halogen-free | white | 200/6.000 @ 30043
8-28 | DKS 8-28 halogen-free black | 200/6.000 @ 30044
20-40 | DKS 20-40 halogen-free | lightgrey | 200/4.000 = 30060 |
20-40 | DKS 20-40 halogen-free | white | 200/4.000 | 30063
20-40 | DKS 20-40 halogen-free | black | 200/4.000 = 30064

Special colours available upon request

DSS Double fastening clamp
Material halogen-free: PP UV-stabilised, temperature range: —10 to +85 °C

Clamping Type Colour Contents  Item no.
range mm _ - Pack/carton _
4-12 | DSS10 halogen-free | light grey | 200/7.200 | 30220

Ry
yrry oy

One borehole is also enough for two
cables — with the double fastening
clamp from Schnabl.

y v,

without wall distance

Thumb nails for channels

DSN Dowel fastening nail

8

Material halogen-free: PA 6, UV-stabilised, temperature range: =20 to 485 °C A
N
Mail Type ~ Colour  Contents  Hem no. N
length mm _ - Pack/carton N
3 |  DSN 30 halogen-free | light grey | 200/10.800 @ 30320
40 | DSN 40 halogen-free | lightgrey | 200/7.200 | 30340 I-L :
49 | DSN 50 halogen-free light grey | 200/6.000 & 30360
-
|



Cable installations AM!J,CK
Fastening elements for aligned installation of sheathed cables & schnabr

KB Cable bracket
Material halogen-free : PR UV-stabilised, temperature range : <10 to +85°C
Clamping Type Colour Contents ltem no.
range mm Pack/carton
100 | KB 10 halogen-free light grey 50/1.000 30420
200 : KB 20 halogen-free ' light grey 25/600 30440
200 ; KBS 20 halogen-free ' light grey 100 /500 30460
212 mm >~ - ~— 115mm )
90 mm
i -~
-~ kB 20 s ) | KB10 o
KBS 20 -
o — — P
N = i e N

. An additional EC Euro-Clip for Pipe installation |\ Of course the possible combination between
\‘__ aligned installations of cable bundlas. % .. tan be mounted at the center of the KBS. \H_I_EG Euro Clips and KB cable bracket is given.
SH Holder
Material halogen-free : PR UV-stabilised, temperature range : <10 to +-85°C
Capacity* Type Colour Contents Item no.

. Pack/carton
Lo omax.15 SH 15 halogen-free | ligntgrey | 150/400 30520

! max. 30 SH 30 halogen-free : light grey 70/ 200 30540

* pased on NYM 3 x 1.5 mm2

.‘_\I ! 5
P=ta
=\ i L T‘-T'-“
- -
o
" i e ’ . \ E ﬁh l E
: .- e "' k g ":u I ﬂ
The SH holder forms a closed ring around the i L!Ju r
sheathed cables and can be re-opened : . - s _
Kﬂmng a handle. | \ i | '-.x\H__ ; L g
L]




:
Cable- and buried installations
Terrace installation system for buried sheathed cables and hoses

TAP Support anchor panel for TA 30 and TA 100 \-,
Material halogen-free: PP UV-stabilised, temperature range: —10 1o +85°C
Length x width | Type - Colour | Contenls  Item no.
m Packicarton ] |
35x35 | TAP1halogen-free | lightgrey | 100/3.000 | 33250 ‘

I
 35x16 | TAP2halogen-free | lightgrey | 100/9.000 | 33230

A

|-. The TA support anchor and terrace bracket | | ...or wood. |
N, jﬂgaﬂlar are perfectforinstallinginmetal... N\,

Buried installations

TA Support anchor for TB 10 and TB 20
Material halogen-free : PA 6, light grey, UV-stabilised, temperature range :

2010 +85°C e,
Length | Anchor length Type Contents  Item no. L
LI L . Packicaron /
30 | TA30 halogen-free | 100/8.000 | 33110
100 | _TA 100 halogen-free | 100/3.600 | 33120
30 25 | TA30/25 halogen-free | 100/5400 | 33130
100 | 25 | TA100/25 halogen-free | 100/2.400 | 33170
30 55 TA 30/55 halogen-free | 100/3.000 = 33150
100 55 TA 100/55 halogen-free | 100/1.600 | 33190 | .
TB Terrace bracket for locking on to TA
Material halogen-free: POM, UV-stabilised, temperature range: -20 to +100 °C §
Clamping Type Colour Contents  Iltem no. 4
range mm | Pack/carton
! 100 TB 10 halogen-free | light grey | 50/1.000 | 33050
200 | TB20halogen-ree | lightgrey | 25/600 | 33080
. 7/
i Ll f'l

With the TB in two sizes, Schnabl Safe hold — even with different
. has a system for all requirements — | pipe dimensions!
“buried and unburied — without plastering! M AN

10
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Buried installations AML!,GK

Buried clamps for flexible pipes with no plastering G Schnabl

USA Buried clamp automatic
Material halogen-free : PP light grey, temperature range : -10 to 485 °C

A
Pipe | Anchor | Type Contents  Item no. ,
dimension length mm Pack/carton ; i
E. 16-20 | 11 | USA 16-20/11 halogen-free 100/3.200 | 12330 | #
g 20-25 | 11 | USA 20-25/11 halogen-free | 100/2.400 = 12340 :
2582 | 11 | USA25-32/11 halogen-free | 50/1.200 & 12350 | .
g 1620 | 25 | USA16-20/25 halogen-free | 100/3.200 12430 | . &
g 20-25 25 USA 20-25/25 halogen-free | 100/2.200 = 12440 | * i
= 25-32 25 USA 25-32/25 halogen-free | 100/1.200 | 12450 | *
%__ 16-20 a5 USA 16-20/55 halogen-free | 100/2.400 | 12530 |
Z| 2025 | 55 | USA20-25/55 halogen-free | 100/1.600 | 12540 | |
£ 2532 | 55 | USA25-32/55halogen-free | 50/1.000 | 12550 | Y v
An innovative product for sub-plaster Ta;‘—_ = -"r_.m -
mounting — the Buried Clamp Automatic o ;
LISA. A quick press is enough to affix
|, the clamp to the pipe
USE Buried clamp single
Material halogen-free : PP light grey, temperature range: —10 to +85 °C
. Pipe | Anchor | Type Contents  Item no.
dimension lengthmm  Packiaron | :
| 1620 55 USE 16-20/55 halogen-free | 100/3.200 | 12110 | #
20-25 55 USE 20-25/55 halogen-free | 100/2.400 | 12120 ”
- 25-32 | 55 | USE 25-32/55 halogen-free | 100/2.000 | 12130 y
- ﬁ
Simply brilliant : the integrated nib
on the interior side of the clip
enables the pipe to tense between k
_the two clips for easier cable insertion.
.
USD Buried clamp double
Material halogen-free: PP light grey, temperature range: —10 o +85°C
Pipe  Anchor Type Contents  Item no. .
dimension lengthmm  Packfoarton | :
g 1620 | 25 | USD16-20/25 halogen-free | 200/4.800 | 12220 | a
E' 20-25 | 25 | USD 20-25/25 halogen-free | 100/3.200 = 12230 | -
L2532 25 | USD 25-32/25 halogen-free | 100/1.600 12240 | »
E- 16-20 55 | USD 16-20/55 halogen-free | 100/3.200 | 12170 | .
x| 20-25 | 55 | USD 20-25/55 halogen-free | 100/2.400 = 12180 | »
£ 2532 55 USD 25-32/55 halogen-free | 100/ 1.600 | 12190 |
Two pipes are mounted at the same time \
with the USD without plastering qnd with just
one borehole, And thanks to the integrated - -
nib on the interior clip side, the pipe can be
' tensed for easier cable insertion. N
11



Installation on plasterboard
Clips and fastening elements for plasterboard

CF C-Fix for stop assembly
Material ; Steel chrome-plated

Hose @ Type Contents Torque Item no.
| Pack/carton  values
6 | CF 16 1100/3200  11kg 9116
20 | CF20 | 75/2400 | 10kg 9120
25 | CF 25 } 50/1600 | 9kg 9125

All torque values are average values and may differ due to different influences.

With C-Fix, pipes can be mounted to dry

walls easily without drilling. The unique
| shape ensures a firm grip and leaves the |
“.puter wall undamaged.

-‘\.__

PD Board anchor for plasterboard and Heraklith
Material : spring hinge steel galvanised

Screw@  Length ‘ Type | Contents Torque  ltem no.
_ mm Pack/carton values
| 35-45 | 30 ‘ PD1 | 100/5.000 40ky | 9080
| 35-45 | 43 FD2 | 100/3.000 40 kg [ a082

All torque values are average values and may differ due to different influences.
Recommended screws: 3.5-4 mm @, screws not included in delivery package.

S
| Simply atfix the EC Euro clip to the plasterboard | |

,0r even heraklith using the PD board anchor .

SBA Schnabl-drill stop for ESD and USA
Material : Polyamid PA 6, glass fibre reinforced

Drill Outer | Type | Colour Item no.
@mm  Bmm ;
B 30 SBA G grey-red 32905

g | 30 | SBA B | grey-green 32908

|deal for mounting to plasterboand ;

the SBA reliably prevents the plasterboard
plates from being drilled through, With the
SBA Schnabl-drill stop you easily

can set the drill depth,




Installation on plasterboard/Fermacell A

AMROCK
Clips and fastening elements for plasterboard/Fermacell G Schnabl’
USA Buried clamp automatic
Material halogen-free: PP light grey, temperature range: =10 to +85 °C
Pipe | Anchor Type ~ Contents  Hemno. -
dimension  length mm Pack/carton | . -
16-20 | 11* | USA16-20/11 halogen-free | 100/3.200 | 12330 | .
20-25 | 11* | USA20-25/11 halogen-free | 100/2.400 @ 12340 | *
| 2532 | 11* | USA25-32/11 halogen-free | 50/1.200 | 12350 |
| 16-20 | 25** | USA16-20/25 halogen-free | 100/3.200 | 12430 |
| 20-25 | 25** | USA20-25/25 halogen-free | 100/2.200 | 12440 |
25-32 | 25** USA 25-32/25 halogen-free | 100/1.200 = 12450 | 9
*for laying an plasterboard walls up to 12.5 mm thick; the outer side of the wall
remains undamaged. —
** for laying on plasterboard walls up to 30 mm thick and on Fermacell; the outer —
side of the wall remains undamaged. 'E.': =
With the extra short tail, the USA is ’ P
_ also suitable for use in plasterboard.
\ L p’
EKP Euro adhesive pad
Material halogen-free : ABS, light grey, UV-stabilised, temperature range : .
-20to +85°C '
" Length x width Type Contents Torque ‘ Item no. i |
mm . . Pack/carton values = € -
38x35 | EKPhalogen-free | 100/3.000 | 20kg* | 31360 i
Al torgue values are average values and may differ due to different influences.
Cable fie feedthrough up to max. 4.5 mm ﬂ
* dependant on the adhesive used. A e
The EC Euro clip can also be mounted |
to plasterboard using the EKP

. Euro adhesive plate.

ESD Euro-fastening anchor

Material halogen-free ; PA 6, UV-stabilised, Temperature range : -20 to +85 °C
Cable ties not included

Length Type ' Colour  Contents | Item no.
Ll b . | Pack/carton |
11 | ESD11* halogen-free | lightgrey | 200/10.800 | 31280

27 | ESD 30** halogen-free = lightgrey | 100/4.800 | 31300

Cable tie feedthrough up to max. 4.5 mm

* for laying on plasterboard walls up to 12.5 mm thick; the outer side of the wall
remains undamaged.

** for laying on plasterboard walls up to 30 mm thick and on Fermacell; the outer
side of the wall remains undamaged.

. o
A cable-tie and an ESD are T
sufficient o fix a bundle of cables. \ &y
b - i
13
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Solutions
Fastenings on insulated ceilings and walls

DHI Insulation fixing |
Material halogen-free : PA 6, light grey, UV-stabilised, temperature range : 20 °C to +85 °C f
Insulation  Total length Type ~ Contents  Item no.
length | Carton
34cm | 8cm | DHIS halogen-free | 225 | 31510 |
4-6em | 10cm | DHi10halogen-free | 175 | 31530 |
. B6-8cm | 13cm | DHI 13 halogen-free | 150 | 31550 |
| 8-10cm | 15cm | DHi15halogenfree | 125 | 31570 |
| 10-14¢cm | 175cm | DHI17 halogen-free | 75 | 31590 |
15-20cm | 25cm | DHI 25 halogen-free 75 31610

Assembly instructions : minimum setting depth in the stable subsurface = 45 mm

Drilling diameter = 10 mm. Minimum drilling depth = overall length DHI + 10 mm

Recommended screws : Steel sheeting- or chipboard screws 4 mm, screw-in B ()
depth in DHI = 10-15 mm., P

With the DHI insulation fixing,
you don't just mount the insulation
hut also the electricity supply.

Drilling in hollow building blocks, ceramic tiles, glass

LB Lance drill
Drill@mm  Shaft length mm Type ~ ltem no.
6 100 LB 6/100 9095
6 | 150 . LBEM1S0 | 9097
8 : 160 | LBg&1e0 | 9099
10 ; 160 | LB10/160 | 9101
10 250 | LB10/250 9103

The LB lance drill is also ideal
for tiling and ceramics.

Even professionals who use the
lance drill don't go back.

Fixing tubes to wire mesh in concrete ceilings

SBC Schnabl Wire Mesh Clip

Material halogen-free: PP regranulat, brown, silicon-free, temperature range :

-10 °C bis +85°C
* Tube dimension mm Wire dimension mm  Packaging Unit/box = Item no.
20 and 25 up fo 12 _ 500 34238

The tube is pushed into the big opening,
with the small opening attached to

the wire. Fixings in the small

opening prevent the clip from sliding.

14



Tips and Tricks

drilling into different building materials

With the right tool, any mounting goes much quicker!

Percussion drill, @ 6 mm
Concrete, solid brick,
lirme sandstone, stone

%

S

HSS drill, & 6 mm
Plasterboard, aerated concrete

\,

S

Lance drill, @ 6 mm
Hollow brick, earthenware tiles, glass

i

AMROCK
G Schnabl’




Sample applications
Different installation methods

Pipe installation
KR Clean solution — convinging result.

FA The clips can be uniquely combined
allowing several to be connected to
gach other and all with only one

drilling.

Buried installation
Practical double hose installation
with the USD buried clamp double.

0 The installation is completed with
minimum effort,

A Automatic locking with the USA
buried clip.

Alignment installation
[ Everything in good order!

Guaranteed easy opening of the
cable holders!

FR Schnabl products can withstand
torque forces up to 40 kg,

16




Breaking loads A

. . AMROCK
Schnabl products in detail G Schnabl’

The breaking loads of the Schnabl fasten-, screw- and slam fastening :
Average values of the torque test of the TU Graz and the ‘Austrian Kunststoffinstitut TGM'.
The following table shows the average values of the tests carried out in July and August 2009 (all details in Newton) -

Subsurface/ Concrete Full brick Hollow bric’) Aerated Plasterboard®)  Plasterboard Heraklith

product (Porotherm) concrete’) 15 mm 25 mm

| ESD30 35000 | 32550 | 33570 | 15130 | 22560
CAKS20 | 39130 | 34190 | 24520 | 15130 | |
| AKS25 | 50440 | 40430 | 387.20 | 187.10
k810 | a370 | 33100 |
| SH15 20280 | 28220

SH 30 27220 | 311,10
| USA20-25/25 24140 | 21020 | 23470 | 10660 | 19120
| USE 20-25/55 | | 20340 | 23310 | '
| CF20 | | 11960 | 169,00
CF25 | | | 12800 | 16800 |
DA | 1 ases0 | 910 | 11570
PD2 ' | | 4690 | 122700 | 21070
| DKS 3-13 2800 | 27180 | | | | |
| DHI15) 78060 | 82870 | 70780 | 37870
'DsN30 | 57920 | 60730 | 39530 | 9240 | 20550
CTA10025 | 36900 | 37400 | 36520 | 14810 |

1. In this material drilling was done without “percussion” (with & mm lance drill)

2. In these materials drilling was done without "percussion” (with 6 mm iron drill)

3. Assembly instructions : minimum setting depth in the stable subsurface = 45 mm. drilling diameter = 10 mm.
minimum drilling depth = overall length DHI + 10 mm

The torque values given are breaking loads in which the fastening tears or the fastening shaft has been pulled out of the borehole.
The required safety factor must be observed based on the particular use.
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Schnabl products at a glance
Once you’ve worked with them you’ll never go back

For pipes i . -

ESD Euro- fastening anchor : i \| EDV SGC
EC  Euroclip

UVE Universal clamping bracket = ' i 4
EDV Euro twist-on connection - .L

ESV Euro connector lock « //O\

SGC Schnabl Thread Clip ESD EC UVB ESY SOC
SDC Schnabl Distribution Box Clip | |

ESP Euro shooting plate
AKS Distance gripper clamp R . .

ESS Single fastening clamp x s 7 r
DSS Double fastening clamp ¢ 3 ‘ ( T. /
DSA Double fastening clamp L Ir . . : ,

' ESP AKS ESS DSS DSA
For cables i R R

N -
DKS Dowel clamp 3 - : : ” f‘i
DSS Double fastening clamp . "
DSN Dowel fastening nail J
KB Cable bracket | J
KBS Cable bracket for shooting ) J " )
ol o DKS DSS DSN K8 KBS
TB  Terrace bracket -
TA  Support anchor
TAP  Support anchor pangl
"y
=\ I ~ F?"T""‘ i &
s i i I - L l
&i ‘-«{. lf //“‘
. SH SH T8 TA TAP
18



i
Schnabl products at a glance 3.

. , , AMROCK
Once you’ve worked with them you’ll never go back G Schnabl

For buried hoses /,,,

TB  Terrace bracket

TA  Support anchor 8
USA  Buried clamp autom

USE  Buried clamp single

USD Buried clamp double ' - = L R

TA USA USE usD

For plasterboard/Fermacell y

CF  C-Fix “ “

PD  Board anchor

SBA  Schnabl drill stop

USA Buried clamp autom \
EKP Euro adhesive pad ~
ESD Euro fastening anchor

P

S|

CF FD SBA USA EKP

On insulations

DHI  Insulation fixing

Drilling in hollow building blocks,
ceramic tiles, glass
LB  Lance drill "

In concrete ceilings

SBC Schnabl Wire Mesh Clip DHI LB SBC
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EXCLUSIVE CABLE
CLAMPS

ELECTRIC CONTROL  JUNCTION BOXES
PANELS AND ENCLOSURES

METAL CABLE METAL POLES FRP GRATINGS METAL GRATINGS FRP LADDERS

CLAMPS

=g '_

INNOVATIVE FASTENING ~ FLOOR MARKING SIGNAGE DUCT RODDERS CABLE BLOWING ENGINEERING
SOLUTIONS SOLUTIONS SOLUTIONS MACHINE PROJECTS

i
AMROCK

"De More With Less...”

807, Safal Prelude, Corporate Road,
Prahalad Nagar, Ahmedabad - 380015.
T:+91 79 40098001 | F: +91-79 40098002

E : info@amrock.in | W www.amrock.in



